LINCOLN QUARRIES 


Illustrating various patterns which may be 
made up of stock sizes for floors or wainscots. 


LINCOLN QUARRIES ARE VERY HARD, 
MAGHINE MADE TILES OF A DEEP’ RED 
COLOR OF MODERATE VARIATION. THEY 
ARE UNIFORM IN SIZE7 + , EDGES ARE 
SLIGHTLY ROUNDED 7 + y SAMPLES WILL 
BE FURNISHED UPON REQUEST 


Se welpa ge LlINCOUN TI QUARRIES - 


AND REFER TO PATTERN NUMBER 


GLADDING, McBEAN @w COMPANY 


SAN FRANCISCO - LOS ANGELES 
PORTLAND - SEATTLE 
SPOKANE 


REVISED TO OCTOBER 15, 1930 
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SPECIFY BY DESIGN NUMBER. iG 
Border designs are interchangeable and may L I N C O [ N 


be used with any fiéld design. : GLADDING, )} 


Field Design No. F-101 Field Design No. F-102 Field Design No. F-103 Field Design No. F-104 
x9. Ae Valter 44x44 - 444x9 - 9x9 xl2% 
Border Design No. B-1 Border Design No. B-2 Border Design No. B-3 Border Design No. B-4 
244x234 - 234x 9x9 44%4x9 6x12%4 
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Field Design No. F-109 Field Design No. F-110 Field Design No. F-111 Field Design No. F-112 
3x9 E. H. - 6x6 Ox 12. er a Ox 234x234 - 6x9 6x6 - 6x12% 

Border Design No. B-9 Border Design No. B-10 Border Design No. B-11 Border Design No. B-12 
44x44 3x12 E.H.-134 D.H.-4144x4% 2 DU ax 6x9 - 234x234 
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Field Design No. F-118 Field Design No. F-119 Field Design No. F-120 

44%yx4¥y - 444x9 234x23% - 9 Oct. 234x234 - 6x12 9 Hex. Short Halves 
B- Border Design No. B-18 Border Design No. B-19 Border Design No. B-20 
234x244 - 9x9 6x9 234x234-9 Hex.Long Halves 
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Field Design No. F-125 Field Design No. F-126 Field Design No. F-127 Field Design No. F-128 
234x2Y% - 244x6 - 6x6 44x44 - 444x9 -- 9x9 6x6 - 6x12% - 12%x1l2y% 44x44 - 6x12 E. H. 
Border Design No. B-25 Border Design No. B-26 Border Design No. B-27 Border Design No. B-28 

234x6 - 6x6 44x4y - 9x9 6x6 - 6x12% 234x6 - 6 D H. 
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Field Design No. F.-133 Field Design No. F-134 Field Design No. F-135 Field Design No. F-136 
234D.H.-4%4D.H.-124%4x12% 234 D.H.-4% D.H.-234x6-414x9 1224 JDAH: 6 D. H. - 6x6 - 124% D. H. 
Border Design No. B-33 Border Design No. B-34 Border Design No. B-35 Border Design No. B-36 

234D.H.-4%4D.H.-234x9-1214%4x12% 44% D. H. 6 D. H. - 9x9 - 121% x12% 2?D.H.- 23x22? -22x6-6D.H.-6x6 


“LINCOLN QUARRIES” are made in the following sizes: 134” Diag. Halves, 234x234, 234” Diag. Halves, | 
6’ Hex., 6’ Hex. Long & Short Halves, 6x9, 6x121%4””, 6x12 Elong. Hex., 9x1, 9x9, 9” Diag. Halves, | 


DESIGNS 


QUARRIES” 


cCBEAN & CO. 
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TILES ARE APPROXIMATELY 1” THICK. 


These designs will work best with a 14” joint. 
Wider joints may be used in the simpler designs. 
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Field Design Field Design No. F-106 Field Design No. F-107 Field Design No. F-108 
6x 6x121%4 6x6 F 6x 
Border Design No. B-5 Border Design No. B-6 Border Design No. B-7 Border Design No. B-8 
234x9 - 6x9 6x6 6 D. H. - 6x6 234x6 - 6x9 
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Field Design No. F-113 

234x234 - 6x6 
Border Design No. B-13 
254x294 - 234x6 
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Field Design No. F-114 
234x234 - 9x9 
Border Design No. B-14 
Dix2y 2, 26 2659 
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Field Design No. F-115 
6x6 
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Border Design No. B-15 
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Field Design No. F-116 

234x234 - 234x9 - 44x44 

Border Design No. B-16 
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Field Design No. F-121 Field Design No. F-122 Field Design No. F-123 Field Design No. F-124 
234x9 234x234 - 234x9 - 9x9 44x44 - 6x6 - 3x9 E. H. 414x414 - 9x9 -.3x12 E. H. 
Border Design No. B-21 Border Design No. B-22 Border Design No. B-23 Border Design No. B-24 
234x6 - 6x6 234x9 6x6 234x2H 
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Field Design No. F-129 Field Design No. F-130 Field Design No. F-131 Field Design No. F-132 
6’) Hex; Ox60= 6x12 79H. Ox Ze Hee 6x6 
Border Design No. B-29 Border Design No. B-30 Border Design No. B-31 Border Design No. B-32 
234x6 234x6 - 4144D.H. —6x12E.H. (} IBS del, = Shs 234x234 - 6x9 
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Field Design No. F-13 Field Design No. F-138 Field Design No, F-139 No. F-140 


7 2 Field Design 
41% D.H.-6D.H.-9D.H.-124%x12% 134D.H.-4144D.H.-6D.H.-6x6-234x6 234x234-414D.H.-414x4%4-6x6-9x9 44 D.H.-444x44-41%4x9-1244D.H. 


Border Design No. B-37 
234x234- 6x124%4-124%4x124 


4x6, 234x9, 3x9 Elong. Hex., 3x12 Elong. Hex., 41%4x4%4, 414” Diag. Halves, 414x9, 6x1, 6x6, 6” Diag. Halves. 
Hex., 9’ Hex. Long & Short Halves, 9” Oct., 9 Oct. Halves, 121%4x1, 121%4x12%4, 12% Diag. Halves. 


Border Design No. B-38 
134D.H.-3x9 Hex.-4144x9 


Border Design No. B-39 Border Design No. B-40 
4% D. H. --3xl2E.H.-9D.H.  29D.H.-23x22-23x6-23x9-124D.H. 


General Outline of Specifications for Tile 
Floors of ‘‘Lincoln Quarries”’ 


These specifications are intended as a guide only. In using them the portions which do not apply 
should be omitted and special requirements added. 


Work Included: Roughing-in, furnishing and setting of tile in the following areas, or where shown or 
noted on the drawings. 


“Lincoln Quarries” as manufactured by Gladding, McBean & Co. shall be used in sizes and shapes as 
follows: 


(Itemize portions of the work and locations where tile is to be used and refer to pattern numbers or 
sizes and shapes. Where special designs or decorative inserts are required, refer to detail drawings, or spe- 
cify as follows :) 


Recessed Pattern Decorative Floor Tile Inserts as manufactured by Gladding, McBean & Co., shall be 
usedn:connection with» Pattern DesigongNoGuw..2.0 eo with themes size tiles decorated. (In the Random 
patterns specify percentage of tiles which are to be decorated). Designs and color schemes of decorative tiles 
shall be submitted to the architects for approval. 


Roughing-In: On concrete floors, surface of concrete shall be uniformly rough, well tamped, brought 
to within 2” of finished floor and allowed to harden before the tile is laid. This portion of the work is to be 
performed by the General Contractor. On wood construction with sub-floor sunken between notched joints, 
lay tar paper, then 2%” of rough concrete, allowing 1” for laying mortar. Where tile is laid on rough wood 
floor, lay tar paper and 134” of rough concrete, allowing 1” for laying mortar; all concrete to be allowed to 
harden before the tile is laid. All clay tile which are to be laid on a concrete slab, where the concrete slab 
comes in direct contact with the soil, whether inside or outside of the building, shall be treated as follows: 
After the concrete slab has thoroughly dried there shall be applied one heavy coat of suitable asphaltic coat- 
ing, so that when the work is complete it shall present a uniform black surface. Twelve to twenty-four hours 
after this has been applied, the clay tile shall be laid in cement grout in the usual manner. 


Laying and Setting: All tile shall be soaked in clean water before installing. Install tile before mortar 
reaches its initial set. I{ more mortar is spread than can be used on same day, all extra mortar on the un- 
finished portion shall be removed, leaving clean edge along the last row of tile. 


When tile is to be laid on floor, cement mortar shall consist of Portland cement and clean washed sand 
(1 to 3 mix). Lime mortar shall not be mixed with concrete. Before laying, dry cement shall be dusted 
over cement mortar. Tile shall be laid with uniform joints of approximately 4” in width. 


Grouting: Joints shall be grouted with equal parts of Portland cement and fine sifted clean sand 
mixed with water to consistency desired, same to be colored as directed. Grout shall be forced into joints. All 
tile shall be sponged with clean water immediately after grouting or pointing and all traces of cement shall 
be removed from surface of tile. 


Cleaning: After grouting or pointing, and when directed by the Architect, the entire surface shall be 
given a thorough final cleaning with solution composed of not more than 15% muriatic acid. Flush off with 
clean fresh water a few seconds after application. 


Guarantee: Contractor shall guarantee that the work covered under the above specifications shall be 
free from defects of workmanship or material for a period of one year from date of acceptance, and shall make 
good, without cost to owner, any such defects which may develop within that time. 


